
SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

825 NOAA Data Lighted
Buoy 44011 (ODAS)

41 05 30 N
66 35 30 W

Fl (4) Y 20s Yellow.

* 15/00

16235 - Bell Buoy 25 Green. Replaced by can from Jan. 1 to
Mar. 15.

* 15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*Add Heading:
*Orchard Creek Channel

*33647.01 - Daybeacon 1 35 03 24 N
76 38 00 W

7 SG on pile. Private aid.

15/00

*33647.03 - Daybeacon 3 7 SG on pile. Private aid.

15/00

*33647.05 - Daybeacon 5 7 SG on pile. Private aid.

15/00

*33647.06 - Daybeacon 6 7 TR on pile. Private aid.

15/00

*33647.08 - Dyabeacon 8 7 TR on pile. Private aid.

15/00

*33647.1 - Daybeacon 10 7 TR on pile. Private aid.

15/00

*33647.11 - Daybeacon 11 7 SG on pile. Private aid.

15/00

*Add Heading:
*Turnagain Bay

33650 Cockle Point Warning
Daybeacon

NW on pile; worded DANGER
SUBMERGED WRECK.

15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*2570.5 - Daybeacon 3 SG on pile. Private aid.

15/00

24400 - Daybeacon 7 SG on pile. Private aid.

* 15/00
II-3.1

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceeding the station number.



SECTION II
28220 Holder Rock Obstruction
Daybeacon

28 35 36 N
82 45 36 W

NW on pile worded HOLDER
ROCK DANGER.

Private aid.

* * * 15/00

36940 - RANGE C REAR LIGHT
197 yards, 308.5° from
front light.

Iso R 6s 26 KRW on skeleton tower on piles. Visible 4° each side of rangeline.

* 15/00

Buttermilk Sound

36955 - LIGHT 213 31 19 12 N
81 22 18 W

Fl G 2.5s 16 3 SG-SY on pile.

* * 15/00

37030 - Light 219 31 18 06 N
81 23 54 W

Fl G 2.5s 12 3 SG-SY on pile.

* * * * * 15/00

37045 - CUT RANGE A FRONT
LIGHT

31 17 06 N
81 23 06 W

Fl W 2.5s 10 KRW-I on pile.

* 15/00

37065 - CUT RANGE C FRONT
LIGHT

31 15 54 N
81 23 30 W

Fl W 2.5 10 KRW-I on pile.

* 15/00

Mackay River

37090 - CUTOFF LIGHT 229 31 15 30 N
81 23 36 W

Fl G 2.5s 12 3 SG-SY on pile.

* * * * * 15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*24027 Exxon Black Duck Bay
Obstruction Buoy

29 43 18 N
95 00 48 W

NW with orange band, orange
diamond, worded DANGER.

Marks submerged obstruction.
Private aid.

15/00

32625 - Daybeacon 32 TR-TY on pile. Ra ref.

* 15/00

32825 - Buoy 17 30 12 36 N
89 15 06 W

Green can with yellow square.

* 15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.2

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceeding the station number.



SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

Monterey Harbor

3972.1 - Lighted Junction
 Buoy A

36 36 30 N
121 53 18 W

Fl (2+1) R 6s Red and green bands; nun. Private aid.

* * 15/00

5035 - LIGHT 3 37 40 12 N
122 22 48 W

Fl G 4s 6 SG on pile. Private aid.
Ra ref.

* * * * 15/00

5040 - LIGHT 4 37 40 12 N
122 22 48 W

Fl R 4s 6 TR on pile. Private aid.
Ra ref.

* * * * * 15/00

5045 - LIGHT 5 37 40 06 N
122 22 54 W

Fl G 4s 6 SG on pile. Private aid.
Ra ref.

* * * * 15/00

5050 - LIGHT 6 37 40 12 N
122 22 54 W

Fl R 4s 6 TR on pile. Private aid.
Ra ref.

* * * * 15/00

5055 - LIGHT 7 37 40 06 N
122 23 00 W

Fl G 4s 6 SG on pile. Private aid.
Ra ref.

* * * * 15/00

5060 - LIGHT 8 37 40 12 N
122 24 00 W

Fl R 4s 6 TR on pile. Private aid.
Ra ref.

* * * * 15/00

5065 - LIGHT 9 37 40 06 N
122 23 00 W

Fl R 4s 6 SG on pile. Private aid.
Ra ref.

* * * * 15/00

5070 - LIGHT 10 37 40 06 N
122 23 06 W

Fl R 4s 6 TR on pile. Private aid.
Ra ref.

* * * * 15/00

16090 - DIRECTION LIGHT 47 54 30 N
124 38 42 W

Iso W 6s
(R & G Sectors)

15 On pile. On same structure
as Quillayute River Entrance
Light 3.

White visible 1° each side of
centerline of channel bearing
005.5°. Red visible from 003°
to 004.5°. Green visible from
006.5° to 008°.

* 15/00

16095 - ENTRANCE LIGHT 3 47 54 30 N
124 38 42 W

Fl G 4s 15 4 SG on pile. On same structure
as Quillayute River Direction
Light.

Obscured from 003° to 008°.
Flood lights illuminate the

entrance channel between
James Island and the Jetty.

The lights will be energized
upon request to Coast Guard
Station Quillayute River.

* 15/00

18720 - Daybeacon 14 Remove from list.

* 15/00
II-3.3

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceeding the station number.



SECTION II
18827 - Daybeacon 11B Remove from list.

* 15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2080 - West Pierhead Light 43 28 24 N
76 31 00 W

Al WR 10s
0.1s W.  fl 4.9s ec.
0.1s W.  fl 4.9s ec.

57
17

12 White square tower on
corner of square building.

Standby light Oc R 4s of
reduced intensity.

HORN:  1 blast ev 30s (3s bl).
Operates from Apr. 1 to Dec.
1.

* * 15/00

2680 - Light Al WG 10s 71
22

W 22
G 18

White tower. HORN: 2 blasts ev 30s (2s bl-2s
si-2s bl-24s si). Operates from
Apr. 1 to Dec. 1.

* 15/00

3870 - West Breakwater
Light

Iso W 6s 56
17

10 Tower. HORN: 2 blasts ev 30s (2s bl-2s
si-2s bl-24s si). Operates from
Apr. 1 to Dec. 1.

* 15/00

SANDUSKY HARBOR (Chart 14845)

Sandusky Harbor

4560 - Breakwater Light 41 30 00 N
82 40 30 W

Oc W 4s 30
9

16 White cylindrical tower with
green band.

HORN:  1 blast ev 30s (3s bl).
Operates from Apr. 1 to Dec.
1.

Standby horn of reduced
intensity

* 15/00

5525 Starve Island Reef
Lighted Buoy 2
Marks west side of reef.

Fl R 6s 4 Red. Replaced by nun from Nov. 7
to May 7.

* 15/00

5595 Rock Shoal Lighted
Buoy 2

Fl R 4s 4 Red. Maintained from May 7 to
Nov. 7.

* 15/00

5600 Gull Island Shoal
Lighted Buoy 4
Marks south side of shoal.

Fl R 4s 4 Red. Maintained from May 7 to
Nov. 7.

* 15/00

5615 Middle Bass Island East
Shoal Lighted Bell
Buoy 1
Marks east side of shoal.

Fl G 4s 4 Green. Replaced by can from Nov. 7
to May 7.

* 15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.4

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceeding the station number.



SECTION II
North Bass Island

5620 - Shoal Buoy 2 Red nun. Maintained from May 7 to
Nov. 7.

* 15/00

5625 - Lighted Buoy 3 Fl G 4s 4 Green. Replaced by can from Nov. 7
to May 7.

* 15/00

*Change Note to Read:

*Buoys maintained from May 7 to Nov. 7.

5805 - Buoy F Yellow can.

15/00

*Change Note to Read:

TOLEDO HARBOR (Chart 14847)

Maumee Bay

*Lighted buoys maintained from Apr. 7 to Dec. 14.

6030 Toledo Harbor Light 41 45 42 N
83 19 42 W

Iso W 6s 72
22

10 Square 3-story dwelling; fog
signal house attached.

70

HORN:  1 blast ev 30s (3s bl).
Operates from Apr. 1 to Dec.
1.

* 15/00

6275 - Lighted Buoy 43 Fl G 4s 4 Green. Replaced by can from Dec. 14
to Apr. 7.

* 15/00

6280 - Lighted Buoy 45 41 41 56 N
83 27 26 W

Fl G 4s 4 Green. Replaced by can from Dec. 14
to Apr. 7.

* 15/00

6285 - Lighted Buoy 46 Fl R 4s 4 Red. Replaced by nun from Dec. 14
to Apr. 7.

* 15/00

6290 - Lighted Buoy 48 Fl R 4s 4 Red. Replaced by nun from Dec. 14
to Apr. 7.

* 15/00

Amherstburg Channel

6965 - Lighted Buoy 23 Fl G 4s 4 Green. Replaced by can from Dec. 21
to Apr. 1.

* 15/00

7365 - Lighted Bell Buoy 1W Fl G 6s 4 Green. Replaced by can from Dec. 7
to May 7.

* 15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.5

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceeding the station number.



SECTION II
8205 Belle Isle Lower Junction
Lighted Buoy

Fl (2+1) G 6s 4 Green and red bands. Replaced by can from Dec. 21
to Apr. 1.

* 15/00

Harbor Beach

10130 - Light 43 50 42 N
82 37 54 W

Al WR 10s 54
16

W 19
R 16

White conical tower. HORN:  1 blast ev 30s (3s bl).
Operates from Apr. 1 to Dec.
1.

* 15/00

15845 - South Breakwater
Outer Light

46 46 48 N
92 05 18 W

F G 44
13

19 White tower on fog signal
building.

35

HORN (2300-0700): 1 blast
ev 60s for 2 min (4s bl-52s
si), followed by 2 blasts
(2s bl-1s si-5s bl-56s si).
Operates from Apr. 1 to
Dec. 1.

* * 15/00

MANISTEE HARBOR (Chart 14938)

Manistee

18450 - North Pierhead Light 44 15 07 N
86 20 49 W

Iso W 6s 55
17

15 White cylindrical tower.
39

HORN:  1 blast ev 15s (2s bl).
Operates from Apr. 1 to Dec.
1.

* 15/00

MILWAUKEE HARBOR (Chart 14924)

Milwaukee

20635 - Breakwater Light 43 01 36 N
87 52 54 W

Fl R 10s 61
19

14 Black lantern on white square
structure.

53

Structure is floodlighted from
sunset to sunrise.

Submarine cable runs to
Milwaukee Pierhead Light.

Illuminated sign on channelward
side of light structure worded
CABLE CROSSING NO
ANCHORING.

HORN: 2 blasts ev 20s (2s bl-2s
si-2s bl-14s si). Operates from
Apr. 1 to Dec. 1.

* 15/00

Kewaunee

20950 - Shoal Light 44 27 06 N
87 27 54 W

Oc G 4s 43
13

11 White cylindrical tower with
green band.

HORN:  1 blast ev 15s (2s bl).
Operates from Apr. 1 to Dec.
1.

* 15/00

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 1999

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.6

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceeding the station number.


